PA960 Palm-Size Computer

Features

• WinCE® Operating System
• Intel StrongARM 206 MHz CPU
• Up to 64 MB RAM
• 32 MB Flash ROM
• Integrated Bar Code Scanner
• PCMCIA Type II Slot
• CF Type II Slot
• Wireless Ready
# PA960 Specifications

## System
- Operating System: Microsoft Windows CE 3.0
- Browser: IE 4.0
- CPU: Intel StrongARM 206 MHz
- RAM: Up to 64 MB
- FlashROM: 32 MB for OS and applications
- Buzzer: Piezoelectric buzzer, software controlled.
- LED Indicator: Dual color (green/red)

## Electrical
- Sources:
  1. Rechargeable Li-Ion battery pack @ 7.4V, 1550 mAH
  3. One rechargeable Li-Ion coin battery for minimum 120 minutes SDRAM backup
- Battery life: 10 hours at 1 scan every 3 seconds
- Charge: 4 hours with docking station

## Mechanical
- Shock: Withstands multiple 4 ft. (1.2 m) drops to concrete floor
- Length: 8.9" (226 mm)
- Width: 3.2" (82 mm)
- Depth: 1.9" (49 mm)
- Weight: 460 g with battery pack

## Environment
- Operating Temperature: -4° to 140° F (-20° to 60° C)
- Storage Temperature: -22° to 158° F (-30° to 70° C)
- Humidity: 5 to 95% RH non-condensing

## Expansion
- One PCMCIA type II slot and one CF type II slot supports most commonly used PC cards and CF cards for CE - including 2.4 GHz RF, GSM, GPRS, and many others

## Display
- 240 x 320 monochrome high contrast LCD (color optional)
- Electroluminescent backlight
- Contrast adjustable by software hot-key

## Keypad
- 19 hard keys including navigation key

## Bar code Scanner
- The integrated laser bar code scanner is available in standard and long-range versions and supports all the common bar code symbologies.

## Communication
- Infrared: IrDA 1.2 (SIr) compliant. Up to 115,200 baud rate.
- PCMCIA: Type II slot accepts memory, modem, and RF cards.
- CF: Type II
- GPRS: Optional
- File transfer supports ActiveSync®

## Accessories
- Desktop Cradle Ethernet support
- Vehicle Cradle
- Single / Multiple battery charger
- RS232 Cable

---

**Unitech America**
Los Angeles
1-800-861-8648

**Unitech China**
Xiamen

**Unitech Electronics**
Taipei

**Unitech Europe**
Amsterdam

**Unitech Japan**
Tokyo

[www.unitech-adc.com](http://www.unitech-adc.com)

Specifications subject to change without notice. Copyright 2001 Unitech Electronics Co., Ltd. All rights reserved. Unitech is a registered trademark of Unitech Electronics Co., Ltd. Microsoft is a registered trademark of Microsoft Corporation. All other trademarks are the property of their respective owners. U.S.A. (07/00)